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Vc fz ap ae

K

<350MPa
XC5010 MK, FT 800 (500–1000) 0.1 (0.1–0.3) ≤3 ≤0.8DC
MC5020 MK, HK 220 (150– 300) 0.3 (0.2–0.4) ≤5 ≤0.8DC

VP15TF / VP20RT MK, HK 180 (130– 230) 0.3 (0.2–0.4) ≤5 ≤0.8DC

<450MPa
XC5010 MK, FT 800 (500–1000) 0.1 (0.1–0.3) ≤3 ≤0.8DC
MC5020 MK, HK 200 (150– 250) 0.2 (0.1–0.3) ≤5 ≤0.8DC

VP15TF / VP20RT MK, HK 170 (120– 220) 0.2 (0.1–0.3) ≤5 ≤0.8DC

<800MPa
XC5010 MK, FT 800 (500–1000) 0.1 (0.1–0.3) ≤3 ≤0.8DC
MC5020 MK, HK 170 (150– 200) 0.2 (0.1–0.3) ≤5 ≤0.8DC

VP15TF / VP20RT MK, HK 140 (100– 180) 0.2 (0.1–0.3) ≤5 ≤0.8DC
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Vc fz ap

K
<350MPa

MC5020 MK, HK 320 (250–400) 0.2 (0.1–0.3) <0.5
MC5020 MK, HK 270 (200–350) 0.2 (0.1–0.3) 0.5–3

<450MPa
MC5020 MK, HK 270 (200–350) 0.2 (0.1–0.3) <0.5
MC5020 MK, HK 220 (200–250) 0.2 (0.1–0.3) 0.5–3
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RECOMMENDED CUTTING CONDITIONS

1.	 Please use 2 – 3 wiper inserts when the feed is greater than 6 mm / rev.

GENERAL CUTTING

FINISHING (USE OF WIPER INSERTS)

Material Properties Conditions Grade

Gray cast iron

Ductile cast iron

Material Properties Conditions Grade

Gray cast iron

Ductile cast iron

1.	 With reference to the above examples, adjust the cutting conditions according to the machining set up.
2.	 Tool life when wet cutting is short compared to dry cutting.




